





Turnbuckles
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Lifting solutions & supplies

Hot Dip Galvanised Turnbuckles meet the performance requirements of US Fed

FFT-791& ASTM F1145-92 Tested & Certified

Dia Thread
inch

3/8”

a"

5/8”

%II

7/8 n

11/4"

1"

13/4”
2

25"

23/4”

Take-up
inch
6
6
9
12
6
9
12
6
9
12
18
12
18
6
12
18
24
12
18
24
12
18
24
18
24
24
24

24

WLL
tons

0.54
1.00
1.00
1.00
1.59
1.59
1.59
2.36
2.36
2.36
2.36
3.27
3.27
4.54
4.54
4.54
4.54
6.90
6.90
6.90
9.71
9.71
9.71
12.7
12.7
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Code
Jaw/Jaw

W0501
W0502
W0503
W0504
W0505
W0506
W0507
W0508
W0509
W0510
W0511
W0512
W0513
W0514
W0515
W0516
W0517
W0518
W0519
W0520
W0521
W0522
W0523
W0524
W0525
W0526
W0527

W0528

Code
Eye/Eye
W0601
W0602
W0603
\W0604
W0630
\W0605
\W0607
\W0608
\W0609
\W0610
W0611
\W0612
W0613
W0614
W0615
W0616
W0617
W0618
W0619
W0620
W0621
\W0622
\W0623
\W0624
\W0626
\W0626
W0627

W0628

NOTE:- ALL TURNBUCKLES ARE SUPPLIED WITH LOCKNUTS AS STANDARD
OTHER COMBINATIONS AVAILABLE, e.g. HOOK/HOOK & JAW/EYE, PRICES ON REQUEST

All offers are subject to our conditions of business
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www.catenais.co.uk
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Rigging Screws
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Catena

Lifting solutions & supplies

Galvanised Rigging Screws Jaw/Jaw - Tested & Certified

Size A
inches

6mm (/4)
8mm (5/16)
10mm (3/s)
12mm ('/2)
16mm (%/s)
20mm (3/4)
22mm (7/s)
24mm (1)
33mm (1'/4)
39mm(1'/2)

B
mm

100
108
125
195
230
270
295
325
370
400

K
mm

L
mm

5

6

8

10
12
16
20
22
30
33

N
mm

184
212
240
338
414
486
536
596
756
800

Thread length
Omm

54

59

68

106
122
145
165
180
220
235

WLL
Tonnes

0.20
0.32
0.50
0.70
1.20
1.50
2.20
3.20
4.80
6.00

Galvanised Rigging Screws Eye/Eye - Tested & Certified

Size A
inches

6mm  ('/4)
8mm (5/16)
10mm (3/s)
12mm ('/2)
16mm (5/s)
20mm (3/4)
22mm (7/s)
24mm (1)
33mm (1'/4)
39mm(1'/2)

B
mm

100
108
125
195
230
270
295
325
370
400

G
mm

"
12
13
30
40
50
50
56
10
80

H
mm

11
12
13
15
20
24
24
28
35
40

N
mm

168
182
216
336
392
474
514
568
700
770

Thread length
Omm

54

59

68

106
122
145
165
180
220
235

WLL
Tonnes

0.20
0.32
0.50
0.70
1.20
1.50
2.20
3.20
4.80
6.00

Galvanised Rigging Screws Jaw/Eye - Tested & Certified

Size A
inches

6mm  ('/4)
8mm (5/16)
10mm  (%/s)
12mm ('/2)
16mm (%/s)
20mm (3/4)
22mm (/s)
24mm (1)
33mm (1'/4)
39mm(1'/2)

B
mm

100
108
125
195
230
270
295
325
370
400

G
mm

11
12
13
30
40
50
50
56
10
80

H
mm

11
12
13
15
20
24
24
28
35
40

N
mm

176
197
228
3317
403
480
525
582
128
785

All offers are subject to our conditions of business

Thread length
Omm

54

59

68

106
122
145
165
180
220
235

WLL
Tonnes

0.20
0.32
0.50
0.70
1.20
1.50
2.20
3.20
4.80
6.00

Weight
Kgs/each

0.16
0.27
0.37
0.82
1.52
2.60
3.00
5.40
12.00
13.50

Weight
Kgs/each

0.14
0.20
0.39
0.66
1.17
1.7
2.77
3.03
1.50
12.50

Weight
Kgs/each

0.14
0.23
0.38
0.55
1.55
2.10
3.00
4.02
8.90
13.50

www.catenais.co.uk

Code

Wo0211
W0212
W0201
W0202
W0203
W0204
W0205
W0206
W0207
W0208

Code

Wo0111
Wo0112
W0101
W0102
W0103
Wo104
W0105
W0106
Wo107
W0108

Code

W0251
W0252
W0253
W0254
W0255
W0256
W0257
W0258
W0259
W0260
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